Derma-tac™

Silicone Makeup Appliance Adhesive
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PRODUCT OVERVIEW

www.smooth-on.com

Derma-tac™ is a pressure sensitive adhesive designed for temporarily adhering silicone and latex makeup
prosthetic appliances to the skin. Derma-tac™ is skin safe and certified by an independent laboratory per
OECD Test Guideline 439. This test was developed to determine skin sensitivity of materials. This is a low odor
formulation which is cosmetic grade and non-irritating.
Note: If adhering appliances created without a cap plastic membrane and made using Ecoflex™ silicone, using
Skin Tite™ skin safe silicone adhesive will produce a better bond.

PROCESSING RECOMMENDATIONS
PREPARATION...

Important: Shake Derma-tac™ container well before using.
Preparation - Clean the skin with soap and water to remove any oils which may affect the bond of the
Derma-tac™ adhesive. Allow skin to dry completely.

APPLICATION & REMOVAL...
Acclerating / Lowering Viscosity – Drying time can be reduced with NOVOCS™ Gloss Silicone Solvent.
Adding 10% NOVOCS™ Gloss by weight will lower viscosity and reduce dry time by about half.

Application - Derma-tac™ adhesive can be applied using a cotton swab, non-latex makeup sponge or suitable
makeup brush.

Apply adhesive to the surface of the skin or appliance. When applying on areas of high stretch or movement,
such as around the mouth, adhesive can be applied to both the skin and the appliance.

Important: Allow adhesive to dry completely. Derma-tac™ will not work unless it has thoroughly dried.
Once Derma-tac™ has dried, press the makeup appliance in place. Derma-tac™ is a pressure sensitive adhesive,
the firmer you press, the better the adhesive bond.

Appliance Removal Using Derma-tac™ Remover - Apply Derma-tac™ Remover using a cotton swab,
cotton ball or suitable makeup brush. Work the Derma-tac™ remover under the edges of the appliance and onto
the skin. work the appliance away from the skin slowly, taking particular care around the eyes, nose and mouth.
Once the Derma-tac™ has been removed, the skin should be cleaned and moisturized using a cosmetic cleanser
and moisturizer.

Safety First!
WARNING - FLAMMABLE Liquid and vapor. Keep away from ignition sources and follow precautions for handling flammables.
The material safety data sheet (MSDS) for this or any Smooth-On product should be read before using and is available on request or
on our website at www.smooth-on.com. All Smooth-On products are safe to use if directions are read and followed carefully.
Keep Out of Reach Of Children.
IMPORTANT - The information contained in this bulletin is considered accurate. However, no warranty is expressed or implied
regarding the accuracy of the data, the results to be obtained from the use thereof, or that any such use will not infringe a copyright
or patent. User shall determine suitability of the product for the intended application and assume all associated risks and liability.

Call Us Anytime With Questions About Your Application.
Toll-free: (800) 381-1733 Fax: (610) 252-6200
The new www.smooth-on.com is loaded with information about mold making, casting and more.
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